

















POWER SUPPLY CORD 50A, 3PH, 28-8kw@415V

MALE
Part No. ACAB3F6PM

Description:

Procon modular cable assembly, 3FT,

8/5¢ Type W UL, 50 A, 2000V, modular plug,
B6 hood with latch, MOB6 Male Frame,
3.1P Male contact carrier and MO3 Pin
contact and M40-15 cable gland.

Applications:
Data center, power drops.

Specifications

Housing B6 Hood with Latch
Frame MOB6 Female
Contact Carrier 3.1P Male Contact
Contact Sleeve MOS3 Sleeve

Cable Approvals

UL: E2071132

cUL: E20711132
MSHA: P-7K-268101
Conductor Size
Conductor Stranding
Insulation Thickness
Nominal O.D.
Ampacity

Type with portable power cable 200V
Oil resistant, oil resistant inners,
sunlight resistant, 90°C wet or dry,

8 AWG size, 5 conductor

8 AWG

133 7x19

0.06”

1.07”

52A
FEMALE
Part No. ACABSF6PF
Description:

Procon modular cable assembly, 3FT,

8/5¢ Type W UL, 50 A, 2000V, modular plug,
B6 hood with latch, MOB6 Female Frame,
3.1P Fem ale contact carrier and MO3 Pin

contact and M40-15 cable gland.

Applications:

Data center, power drops.

Specifications

Housing

Frame

Contact Carrier
Contact Sleeve
Cable Approvals
UL: E2071132

cUL: E20711132
MSHA: P-7K-268101

B6 Hood with Latch

MOB6 Female

3.1P Female Contact

MQO3 Sleeve

Type with portable power cable 200V
Qil resistant, oil resistant inners,
sunlight resistant, 90°C wet or dry,

8 AWG size, 5 conductor

Conductor Size 8 AWG
Conductor Stranding 133 7x19
Insulation Thickness 0.06”
Nominal O.D. 1.07”
Ampacity 52A
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Walther Electric “Y” Splitter Solutions!

Power from > A 4 U
Tap Box to PDU’s! = LISTED

20 AMP “Y” Splitter Assembly

< 4500 mm |z 915 mm

— Cable 12/5C SOO

Cable 12/5C SOO o
. able | HK
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Plug (2) 310
210 = -
Box
193.8 x 117.6 x 78.49 mm
UL Wire Nuts Termination
610 mm
30 AMP “Y” Splitter Assembly lé'l.
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4500 mm
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Box
193.8 x 117.6 x 78.49 mm
UL Wire Nuts Termination
610 mm
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Walther Electric “Y” Splitter Solutions!

Power from

(€

Tap Box to PDU’s!

20 AMP “Y” Splitter Assembly - Harmonized Cable

< 4500 mm >|< 915 mm

Cable HO7RN-F 4MM2

Cable HO7RN-F 4MM2 .
_ | L=
T '
Plug (2) 310
210 X -
Box
193.8 x 117.6 x 78.49 mm
UL Wire Nuts Termination
610 mm
30 AMP “Y” Splitter Assembly - Harmonized Cable C €

A

4500 mm

Plug

230 Ai L B _
Box
193.8 x 117.6 X 78.49 mm
UL Wire Nuts Termination
610 mm

WALTHER-WERKE

FORTSCHRITT SEIT 1897

18 800-925-8437 toll free | 800-925-8437 phone | 732-537-9209 fax | custserv@waltherelectric.com | www.waltherelectric.com



NEW WALTHER RACK MOUNTED PDU's!

Custom PDU 60A 3PH - Rack Mount PDU 60 amp-5 wire-480V

Features and Benefits

e Metal Enclosure, Rack Mount
e Standard 19” Rack Design
¢ Internal breakers are protected by a transparent hinged cover

PART NO: RK06143 SPECIFICATIONS
DESCRIPTION: Rack Mount Rating gov\f_\, 275;7;48ng
PDU 277/480 V, 3PH+N+G Iré, SF+N+

Input 60A IEC Inlet 665519
INPUT: IEC 60A Output (3) 30A IEC 430519
OUTPUT: (3) 30A IEC Overcurrent Protection (3) 30A 3 Pole, MCB
APPLICATION: Data Centers Approximate Dimensions L19” W 14” H5.5”
Approximate Weight 13 Ibs

Custom PDU 60A 3PH - Rack Mount Splitter 60 amp- 5 wire-208V

Features and Benefits

e Metal Enclosure, Rack Mount
e Standard 19” Rack Design
e Internal breakers are protected by a transparent hinged cover

PART NO: RK06153 SPECIFICATIONS
DESCRIPTION: Rack Mount Rating g‘w}’ 2737;48NO\23
ire, 3P+N+

PDU 120/208 V, 3PH+N+G Input 60A IEC Inlet 665519
INPUT: |EC 60A Output (3) 30A IEC 430519
OUTPUT: (3) 30A IEC Overcurrent Protection (3) 30A 3 Pole, MCB
APPLICATION: Data Centers Approx!mate Din_1ensions L19” W14” H 5.5”

Approximate Weight 13 Ibs
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