Piocon

Specifications of ,,size 6” housings and short overview of
installation possibilities for series B 10, BB 18, DD 42, and MOB 10 inserts

Housings

Material: Aluminium die casting

Surface: Powder coated

Locking levers: Plastic; locking elements made of stainless steel
Housing seal: NBR

Temperature range: -40 °C up to + 125 °C (depending on cable gland)

Protection degree acc. to DIN EN 60 529:  IP 65 (in locked condition)

( )
The housings shown on the following pages can be equipped with the inserts listed below:

Wiring adapters

inal i Crimp contact carriers IDC inserts Push-in in :
Screw terminal inserts P us serts for panel housings
B 1 0 Female insert, screw termi- Male insert, screw termi- Crimp contact carrier Crimp contact carrier| Female insert, Male insert, Female insert, Male insert, Wiring adapter, Wiring adapter,
nal, with wire protection, nal, with wire protection, for sleeve contacts  for pin contacts IDC terminal IDC terminal push-in terminal push-in terminal | female insert, male insert,
Part no. 710 110 Part no. 710 210 Part no. 710 310 Part no. 710 410 Art. 710 110 01 Art. 710210 01 | Part no. Part no. earth pin o.t. right:  earth pin o.t. right:
n 710 110 04 710 210 04 Part no. 710 658 Part no. 710 666
Teite / m.’ «zl-':mib., —
24 | 9 = % e e
> p. Her sy ﬁ e m
P Y s “u! ) T 4 ol :
to 25 ll; o 3 --'-E! oLy, ,
| - :
Female insert, screw termi- Male insert, screw termi- a | i. t ﬁ ﬂ ‘. +ME
nal, without wire protection, nal, without wire protection, LTI “ it earth pin on the left; earth pin on the left:
Part no. 710 770 Part no. 710 774 -!L ¢ W Partno. 710 662  Part no. 710 670
BB 18 Crimp contact carrier Crimp contact carrier

for sleeve contacts  for pin contacts
Part no. 710 318 Partno. 710 418

» p. 25 == 0
'*ﬁ% *mﬁ

DD 42 Crimp contact carrier Crimp contact carrier
for sleeve contacts  for pin contacts
Part no. 750 142 Part no. 750 242

» p. 59
MOB 10| Female frame MO B10 for 3 contact carriers Male frame MO B10 for 3 contact carriers

for pin and sleeve contacts Part no. 770 010 for pin and sleeve contacts Part no. 770 110

(frame coding A-C) (frame coding A-C)
» p. 71 5

for pin and sleeve contacts (2 x PE) Part no. 770 410 for pin and sleeve contacts (2 x PE) Part no. 770 510

b

k> The page reference at the left of the table guides you to the detailed overview of inserts.

Contacts for crimp contact carriers of series ... B 10
BB 18

DD 42: see page 59
MOB 10: see page 73,75, 77,79, 81, 83 and 85

see page 25
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Part no. Part no. . . ﬁ
biccontimied | New Housings for series |
N V| B 10, BB 18, DD 42, MOB 10
Description M old T new
Housings: double locking system 1
B B < AL CFT(O R =)
Discontinued - ) 1o o
Wall mount housings, height 53 mm o IIHE#!&II Oh ©
with double locking system = M .
’ 10
with collar 711 010 OV P 711 010 MS 1xM20 159/231
with cable gland 711 010 P 711 010 MV 272/243
with collar 711 110 OV P 711 110 MS 2xM20 257/230
with cable gland 711 110 P 711 110 MV 283/254
Wall mount housings, height 74 mm B
with double locking system E
3 10
with collar 751 042 OV P 751 042 MS 1xM25 = 434/332
with cable gland 751 042 P 751 042 MV 456/351
with collar 751 142 OV P 751 142 MS 2xM25 455/330
with cable gland 751 142 P 751 142 MV 4771368
with collar 757 042 OV P 757 042 MS 1xM 32 459/303
with cable gland 757 042 P 757 042 MV 471/330
with collar 757 142 OV P 757 142 MS 2 x M 32 485/299
with cable gland 757 142 P 757 142 MV 507/353
Panel housing, height 28 mm A | f
with double locking system 3 R EI
f N
Panel cut out = L%J\ﬂmﬁ 10
65 x 35 mm 714 110 -/- ‘ 119 57 147
Coupler hoods, height 61,5 mm
with double locking system, top cable entry 19
i i 73 . 57 10
with threaded hole e P 713 610 1xm20|  PiREomineed ~ | - 7
with collar -/- P 713 610 MS W ‘ i - /186
with cable gland -/- P 713610 MV ‘ z - /199
with threaded hole -/- P 713 710 1xM25 % 10
with collar /- P 713710 MS beinde = - /166
with cable gland -/- P 713710 MV - /190
- /1205
Coupler hoods, height 77,5 mm 119
with double locking system, top cable entry New 73 57
) - >N L 10
with threaded hole 753 642 OS P 753 642 1xM25 ‘ —— 260/202
with collar 753 642 OV P 753 642 MS ‘ P Ll « 284/224
with cable gland 753 642 P 753 642 MV = 1305/243
h | d
Gewinde
with threaded hole 753 7420S | P 753 742 1xM 32 N 258/199
with collar 753 742 OV P 753 742 MS 292/232
with cable gland 753 742 P 753 742 MV 328/260
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Part no.
Discontinued

v’

Part no.
New

v

Housings for series
B 10, BB 18, DD 42, MOB 10

Description M old T new
Housings: double locking system
¢
Hoods, height 56 mm Di tinued =
for double locking system, side cable entry 'i‘%"'e j
10
with threaded hole - P 712010 1xM 20 - | “ | - 7130
with collar 7120100V | P 712010 MS 5 |0 o | | 116/145
with cable gland 712 010 P 712010 MV 7‘3 03 130/158
with threaded hole -/- P 712 110 1xM25 - /125
with collar -/- P 712 110 MS - /150
with cable gland -/- P 712 110 MV - /165
Hoods, height 72 mm e &
for double locking system, side cable entry 2 10
with threaded hole | 758 042 0S | P 758 042 1xM25 | |164/158
with collar 758 0420V | P 758 042 MS ! =| |188/180
with cable gland 758 042 P 758 042 MV o | L 209/199
\
with threaded hole 758 1420S | P 758 142 1% M 32 7 169/155
with collar 758 1420V | P 758 142 MS 203/188
with cable gland 758 142 P 758 142 MV 239/216
Hoods, height 56 mm ) ) Gowinde
for double locking system, top cable entry Discontinued
with threaded hole - P 712 210 1xM 20 {: 10
with collar 7122100V | P712210 MS 2 169”22
i 712 210 P 712 210 MV
with cable gland | o 7! o | | 123/158
with threaded hole - P 712 310 1xM 25 =
with collar /- P 712 310 MS - /125
with cable gland /- P 712 310 MV - 1150
Gewinde 45 - /165
|
Hoods, height 72 mm
for double locking system, top cable entry New l N
with threaded hole 758 242 OS | P 758 242 1xM 25 | 173/159
with collar 758 242 OV | P 758 242 MS 7 197/181
with cable gland 758 242 P 758 242 MV 218/200
with threaded hole 758 342 0S | P 758 342 1xM 32 178/156
with collar 758 342 OV | P 758 342 MS 212/189
with cable gland 758 342 P 758 342 MV 248/217
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Part no. Part no. . . ﬁ
Discontinued New Housings for series |
VvV |V B 10, BB 18, DD 42, MOB 10
Description M old T new
Housings: double locking system Discontinued ]
Wall mount housings, height 53 mm i b j
for double locking system, with hinged lid E 7a\ j
- A% 10
with collar *7112100V | *P711 210 MS |1xM 20 2 5 Ngss [ 205/236
with cable gland *711 210 *P 711 210 MV 7 218/248
with collar *711 3100V | *P 711 310 MS [2x M 20 196/235
with cable gland *711 310 *P 711 310 MV 227/259
Wall mount housings, height 74 mm
for double locking system, with hinged lid g E
New & k: —— 10
with collar *751242 0V | *P 751242 MS |1x M 25 W z ‘ 3 | |383/335
with cable gland *751 242 *P 751 242 MV — O) 404/354
with collar *751 3420V | *P 751342 MS [2x M 25 ‘ gé ‘ [-%_ N_gss [410/333
with cable gland *751 342 *P 751 342 MV ‘ n 425/371
with collar *757 242 OV | *P 757 242 MS |1 x M 32 409/307
with cable gland *757 242 *P 757 242 MV 419/334
with collar *757 342 OV | *P 757 342 MS |2 x M 32 424/303
with cable gland *757 342 *P 757 342 MV 455/357
Panel housing, height 28 mm
for double locking system, with hinged lid
10
Panel cut out *714 210 -I- ! i _— 105/-
65 x 35 mm 1 = ™
: il
T4
* Other cover version required? Simply add the corresponding letters at the end of the part number: 13

SK = self-closing, plastic AL = Aluminium SA = self-closing, aluminium  (For wall mount and panel housings)
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Part no.
Discontinued

v’

Part no.
New

v

Housings for series
B 10, BB 18, DD 42, MOB 10

S

Description M old T new
Housings: double locking system Discontinued E 43
Hoods, height 56 mm a -
with double locking system, side cable entry ‘ N
PaCVARY: FaN ata 10
RS
with threaded hole -/- P 713 010 1xM20 - /163
with collar 713 010 OV P 713 010 MS 13 57 219/178
with cable gland 713010 P 713010 MV 1 233/191
\% 45
Hoods, height 72 mm °
with double locking system, side cable entry < j
o 10
with threaded hole 753 042 OS P 753 042 1xM25 253/191
with collar 753 042 OV P 753 042 MS s 2771213
with cable gland 753 042 P 753 042 MV 298/232
57
with threaded hole 753 142 OS P 753 142 1xM 32 208/186
with collar 753 142 OV P 753 142 MS 2421219
with cable gland 753 142 P 753 142 MV 3271247
Hoods, height 56 mm Discontinued Gewinde 43
with double locking system, top cable entry
10
with threaded hole -/- P 713 210 1xM20 - /162
with collar 713210 OV P 713 210 MS 218/177
with cable gland 713 210 P 713 210 MV 231/190
Hoods, height 72 mm
with double locking system, top cable entry j—h
: 10
with threaded hole 753 242 OS P 753 242 1xM25 N 253/192
with collar 753 242 OV P 753 242 MS ew l o 277/214
with cable gland 753 242 P 753 242 MV 298/233
with threaded hole 753342 0S | P 753342 1xM 32 i [ [258/189
with collar 753 342 OV P 753 342 MS 57 292/222
with cable gland 753 342 P 753 342 MV 327/250
Housings: central locking system ;
Panel housing, height 28 mm ?
for central locking system 2§ —Bu.5
58
Panel cut out 10
65 x 35 mm 770 652 -/- 781/ -
Hoods, height 72 mm g .
with central locking system, side cable entry | =
i a5 10
with threaded hole -/ P 770 653 M 25 o - 1295
with collar -/- P 770 653 MS Q ‘ 7 T -1317
with cable gland 4= P 770 653 MV ; -/336
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Part no. Part no. = .
Discontinued New Housings for series
B V| B 10, BB 18, DD 42, MOB 10
Description M old T new
Housings: single locking system
| - i
Wall mount housings, height 53 mm Discontinued @ E
with single locking system T ‘
: a-l[Noss| 10
with collar 711 410 OV P711410MS |1xM20 2 218/216
with cable gland 711 410 P 711 410 MV 229/228
with collar 711 510 OV P711510 MS [2xM 20 216/215
with cable gland 711 510 P 711 510 MV 243/239
Wall mount housings, height 74 mm o
with single locking system E
........ x o 10
with collar 751 442 OV P 751442 MS |1xM25 o N 397/317
with cable gland 751 442 P 751 442 MV ‘ V 419/340
with collar 7515420V | P751542MS |2xM25 M 5 .. 3927315
with cable gland 751 542 P 751 542 MV 93 5771 440/353
with collar 757 442 OV P 757 442 MS |1xM 32 395/287
with cable gland 757 442 P 757 442 MV 432/314
with collar 757 542 OV P 757 542 MS |2 x M 32 386/283
with cable gland 757 542 P 757 542 MV 469/337
Panel housing, height 28 mm
with single locking system “ -
Panel cut out L2 | Ny 10
65 x 35 mm 714 310 -1- o 125/ -
Wall mount housings, height 53 mm
with single locking system, with hinged lid Discon finue d é ~ 0
with collar *711 6100V | *P 711610 MS |1x M 20 W : AT 248/254
with cable gland *711 610 *P 711 610 MV () A [261/266
with collar *7117100V | *P711 710 MS [2x M 20 w [Ny [2477253
with cable gland *711 710 *P 711 710 MV 2 2741277
Wall mount housings, height 74 mm
with single locking system, with hinged lid
10
with collar *7516420V | *P 751642 MS |1 xM 25 % 426/355
with cable gland *751 642 *P 751 642 MV 4471374
fan &
with collar *751 7420V | *P751 742 MS [2x M 25 \ 420/353
with cable gland *751 742 *P 751 742 MV 469/391
15 [N\l gs s
with collar *757 6420V | *P 757 642 MS |1 x M 32 5 423/326
with cable gland *757 642 *P 757 642 MV 461/353
with collar *757 7420V | *P 757 742 MS |2 x M 32 482/322
with cable gland *757 742 *P 757 742 MV 497/376
Panel housing, height 28 mm
with single locking system, with hinged lid
10
Panel cut out *714 410 -/- “ I | 1527/-
65 x 35 mm “
. |2 s
92
* Other cover version required? Simply add the corresponding letters at the end of the part number: 15

SK = self-closing, plastic

AL = Aluminium

SA = self-closing, aluminium

(For wall mount and panel housings)
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Part no. Part no. . . ﬁ
Diccontimed Now Housings for series |
y V|V B 10, BB 18, DD 42, MOB 10
Description M old T new
Housings: single locking system Discontinued ’
Coupler hoods, height 61,5 mm N\
with single locking system, top cable entry -/Fb
- 10
with threaded hole -/- P 713 810 1xM20 o | - /158
with collar -/- P 713 810 MS - /173
with cable gland -/- P 713 810 MV Gewinde 3 - /186
Coupler hoods, height 77,5 mm
with single locking system, top cable entry
. 10
w'ith threaded hole 753 842 OS P 753 842 1xM25 g\ 241/187
with collar 7538420V [P 753 842 MS > 265/209
with cable gland 753 842 P 753 842 MV ) 286/228
w'ith threaded hole 753 942 OS P 753 942 1xM 32 | g| |238/184
with collar 753942 0V [P 753 942 MS 2721217
with cable gland 753 942 P 753 942 MV ‘ 308/245
Gew inde L5
Hoods, height 56 mm
for single locking system, side cable entry
10
with threaded hole -/- P 712 610 1xM20 - /136
with collar 712610 OV P 712610 MS 2 [122/151
with cable gland 712610 P 712610 MV 135/164
Hoods, height 72 mm
for single locking system, side cable entry
10
with threaded hole 758 642 OS P 758 642 1xM25 173/166
with collar 758 642 OV P 758 642 MS o [197/188
with cable gland 758 642 P 758 642 MV ~| 1218/207
with threaded hole 758 742 OS P 758 742 1xM 32 178/161
with collar 758 742 OV P 758 742 MS 212/194
with cable gland 758 742 P 758 742 MV 2471222
Hoods, height 56 mm Gewinde
for single locking system, top cable entry W
10
with threaded hole -/- P 712 810 1xM20 ‘ K: ° - /1135
with collar 712 810 OV P 712 810 MS L 1 1116/150
with cable gland 712 810 P 712 810 MV | O] 129/163
73 03
Hoods, height 72 mm
for single locking system, top cable entry Gewinde L5
| 10
with threaded hole | 758 8420S | P 758 842 1xM25 w ‘ 173/167
with collar 758 842 OV P 758 842 MS 197/189
with cable gland 758 842 P 758 842 MV | = |219/208
with threaded hole 758 942 0S | P 758 942 1x M 32 : | 1 Lol 1]178/164
with collar 758 942 OV P 758 942 MS 73 212/197
with cable gland 758 942 P 758 942 MV 2471225
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Description Part no. M

Housings for series
B 10, BB 18, DD 42, MOB 10

ui

Snap-on mounting adapters

125 mm: Steckermodul 125

- \ 150 mm: Steckermodul 150 = \ﬁ{
- i s gl

Snap-on mounting adapters, swing-type 3 : m T
= L == 5
adapter module 125 ;gg 213 ' ff—::[_ [ ‘ d 207
dapt dule 150 ~— b - T 207
adapter module Jele
mountable on DIN rails, alblcl[d[el]f
top can be screwed together with bottom 760 010| 70 |155| 54 |44,5|98,5| 141
760 110[100] 185| 54 | 44,5]98,5] 141
Protective covers
Protective covers with retaining cord j o 18
for housings with double locking system
755 =43 10
Plastic 710 624 Fangschnur ~—55 15
Aluminium 710 624 AL 55
Protective covers with retaining cord ! 18
for housings with single locking system D'_:]
755 10
Plastic 710 632 87 — 43 15
Aluminium 710 632 AL Fangschnur 54
Protective covers with seal and retaining cord
for hoods with double locking system 10
Plastic 710 756 20
Aluminium 710 756 AL 60
Protective covers with seal and retaining cord
for hoods with latch pins for double locking system 10
Plastic 710 759 80
Aluminium 710 759 AL 120
Protective covers with seal and retaining cord
for hoods with latch pins for single locking system 10
Plastic 710 763 61
Aluminium 710 763 AL 107
Adapter plates for contact inserts Installation possibilities:
Front and reverse side of 55 c27
; o ; ; the plate are marked with
for installation in series B 10 housings “A” respectively "T". % i O 1
- . Af—+ =31 | 345
Sub miniature, single If installed in a panel 3-{—.(-;*, i 10
25-pole 710 798 housing, the “A” must be 15
readable, if installed in
a hood, the “T” must be 645
readable. i -
Sub miniature, double o7 27 10
25-pole 710 804 The corresponding fixing 9}0 o&—f I 10
P screws are included in A @ 345
the scope of delivery. a°$°ra—f i
Cover plates for switch cabinets s
(p———
Cover plate for panel housing B10 = . % 10
8
grey 720 639 N x 7 20
orange 720 643 B — 20
green 720 647 103 20




