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Power Distribution System (PDS)

Non-conductive robust
plastic enclosure

30A, 3 Phase, 3 Pole, 4 Wire

NOTE: Color of hand truck may vary

7.5 KVA Single Phase 
step down transformer, 

Primary 480V,
Secondary 120V

(1) 30A IEC IP67, 
3P+G Inlet

Overcurrent Protection 
(1) 30A 3-Pole MCB
(1) 60A 1-Pole MCB
(6) 20A 1-Pole MCB

(3) 20A 5-20 
Duplex Separated
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Walther Electric provides power distribution systems built to withstand the heavy 

abuse typically associated with construction sites, marine/shipbuilding, entertainment 

venues, and anywhere you need temporary portable power.

SPECIFICATIONS
30A, 480/120VAC, 3P+G
NEMA 3R
(1) 30A IEC IP67, 3P+G Inlet
(1) 30A, 480v, IEC, IP67, 3P+G
(3) 20A 5-20 Duplex Separated
(1) 30A 3-Pole MCB
(1) 60A 1-Pole MCB
(6) 20A 1-Pole MCB
L 22” W 19” H 51”
140 lbs.

RATING
ENVIRONMENTAL RATING
INPUT
OUTPUT

OVERCURRENT PROTECTION

DIMENSIONS
WEIGHT

Rugged, weather resistant plastic enclosure for Indoor/Outdoor use (NEMA 3R)
 
All output connectors are circuit breaker protected for added safety
 
Step-down transformer is mounted to a standard upright steel dolly cart style frame

ACCESSORIES

Note: All Specifications are subject to change without notice. Consult a Walther Electric Engineer for the latest 
specifications or speak with a member of our Customer Care Team +1 (800) 925-8437
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Ask about matching cable assemblies or custom configurations


