
FEATURES AND BENEFITS
• Plastic UV resistant, Non-conductive enclosure with transparent

 hinged cover to protect internal breakers 

• Robust, portable with step down transformer mounted on a hand

 truck for easy mobility

• Walther can custom design configurations to meet your application

 requirements

• Walther can produce and supply the mating cable assemblies

30A IEC60309

SPECIFICATIONS
Rating 30A/480V~3PH, 60A/120V~1PH

Environmental Rating NEMA 3R

Input  (1) 30A IEC60309 IP67, 3P+G Inlet

Output (4) 20A Duplex, GFCI

Overcurrent Protection (1) 30A 2-Pole, MCB

   (1) 50A 2-Pole, MCB

   (4) 20A 1-Pole, MCB

Approximate Dimensions L 16” W 18” H 46”

Approximate Weight 125 lbs.

C 90 M 10 Y 30 K 0

80% Black 

Portable Power Distribution System (PDS)
30A, 1-PH, 2-Pole, 4-Wire, UL Listed

Walther part number 682104TSPWU
Color of hand truck may vary

DESCRIPTION

APPLICATION
Factories, Food Processing, Wineries, Marine/Shipbuilding or anywhere you
need power.

339419

37870020

239419

Surge Protection
Included
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ACCESSORIES

7.5 KVA Single Phase step down transformer, 480V Primary, 120/240 

Secondary voltage, Input: (1) 30A IEC60309 IP67, 3-Pole, 4 Wire inlet, 

Output: (2) 20A 5-20 Duplex, GFCI receptacles protected by (1) 30A 2-Pole 

circuit breaker, (1) 50A 2-Pole circuit breaker,(4) 20A 1-Pole circuit breakers
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Custom-built distribution systems optimizing 
power from power source to individual load

Portable or hardwired power distribution units 
fitted with multiple outputs. Surge protection 
included.

Additional Products


