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Hour

12

125/250V

250V
277V

125V

50 to 600V
400Hz

250VDC 380 (50Hz)
440 (60 Hz)

480V

3Ø/480V 3Ø600V

3ØY277/480V 3ØY347/600

3ØY120/
208V

3Ø250V

11
10

9 3

2

48

1

57 6

3 Wire
4 Wire
5 Wire

Hour

12

supply
from an

isolating
transformer

250/440V to 
265/460V

(60 Hz)

440 to 460V
(60 Hz)

Over 50V
100 to 300 Hz

supply
from an

isolating
transformer

200 to 250V

380 to 415V

200/346
to 240/415V

277V

100 to
130V

100 to
130V

57/100 to
75/130V

Over 50V
300 to 500 Hz

Over 50V
300 to 500 Hz

Over 50V
300 to 500 Hz

50 to
250VDC

380 (50Hz)
440 (60 Hz)

220/380
(50 Hz)
250/440
(60 Hz)*

480 to
500V

480 to 500V 600 to 690V

277/480
to 288/500V 347/600 to

400/690V

120/208 to
144/250V 380 to 415V

Over 250VDC

200 to 250V

11
10

9 3

2

48

1

57 6

3 Wire
4 Wire
5 Wire

North American Rating
Voltage AC (Except where noted)

International Rating
Voltage AC (Except where noted)

Walther CEEtyp Female Ground Clock face Positions in Accordance with IEC60309-2 and UL 1686

Larger backshell than 231
& 331 to accommodate
5 wire 30A SOO Cable sizes

415 VAC Family

232

239

269

279

332

Reference UL E329476 , E138121 & E83342


